
 Best for applications such as external communication, 
presentations, proposals and reports, direct mail,  
promotional material and inserts, brochures, posters, 
menus, letter-heads…

 Engineered to enhance office equipment performance and 
bring a special look and feel to your documents.

 Substance: 80, 90, 100, 120 and 160 gsm

 Available in A4, A3, SRA3 and SRA2

Inspiring color prints

Substance ISO 536 gsm 80 ± 2 90 ± 2 100 ± 2 120 ± 2 160 ± 2
Thickness ISO 534 µm 100 ± 3 109 ± 3 114 ± 3 133 ± 3 176 ± 3
Bulk ISO 534 1,25 1,21 1,14 1,11 1,10
Smooth-
ness

ISO 5627 
ISO 8791

Bekk, sec
Bendtsen, ml/min

55 ± 15
110 ± 25

60 ± 15
95 ± 25

65 ± 15
80 ± 25

65 ± 15
80 ± 25

65 ± 15
80 ± 25

Whiteness ISO 11475 
ISO 2470-2

CIE 
ISO %

170 ± 2 
113 ± 1

170 ± 2 
113 ± 1

170 ± 2 
113 ± 1

170 ± 2 
113 ± 1

170 ± 2 
113 ± 1

Opacity ISO 2471 % 92 ± 2 94 ± 2 95 ± 2 97 ± 2 99 ± 2

Stiffness ISO 2493 m/Newton 120 ± 15 (MD)  
40 ± 15 (CD)

135 ± 15 (MD)  
75 ± 15 (CD)

160 ± 15 (MD)  
90 ± 15 (CD)

260 ± 15 (MD)  
150 ± 15 (CD)

540 ± 15 (MD)  
290 ± 15 (CD)

100% ECF Pulp

NEW
Easy 
opening 


